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Fantek 
Quotation for Centrifugal Blower  

Quotation # : 5391-PUN 

Date  : 26.04.2024 

Validity : 120 Days 

 

To 

The Joint Secretary/ Computerization, 

PSPCL, The mall, 

Patiala-147001 

E:tender@pspcl.in 

 

Ref.Tendor No: 7537/P-3/EMP-12609 dt 27.03.2024 

 

Sub: Offer for Centrifugal Blower  

 

 

Terms & Conditions 
 

Technical 

 Fan is guaranteed against defective materials and performance for a period of one year. 

 Manufacture will commence only after approval of GA drawing is obtained from you. 

 Makes of all bought out items are indicated in our offer and should be confirmed by you before 
placement of order. 

 Erection supervision at an additional charge. 
 GA drawing will be submitted within 10 days.  
 Scope of Supply will be strictly as indicated in this offer and any additional requirement will require a 

fresh offer. 
 Impeller dynamically balanced. 
 Motor: ABB/Siemens/CG  

 
 

 

 

 

Srinivas K 

+91-9790983252 
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CENTRIFUGAL FAN DATA SHEET 

Sl.No NAME UNITS VALUE 

1 INLET FLOW RATE m3/s 0.50 

2 OUTLET FLOW RATE m3/s 0.50 

3 MASS FLOW RATE Kg/s 0.55 

4 INLET PRESSURE mm Wc 0.00 

5 OUTLET PRESSURE mm Wc 100.00 

6 TOTAL PRESSURE mm Wc 100.00 

7 INLET TEMPERATURE oC 40.00 

8 OUTLET TEMPERATURE oC 41.81 

9 INLET DENSITY Kg/m3 1.10 

10 OUTLET DENSITY Kg/m3 1.10 

11 DUST LOAD mg/m3 150.00 

12 FAN TOTAL EFFICIENCY % 70.00 

13 FAN POWER OUTPUT (ACC. FAN LAWS) kW 0.49 

14 POWER OUTPUT OF FAN (POLYTROPIC) kW 0.48 

15 POWER IN TO FAN kW 0.73 

16 POWER IN TO FAN @ 20oC kW 0.78 

17 MOTOR POWER kW 1.10 

18 WORK DONE IN POLYTROPIC COMPRESSION J/Kg 877.79 

19 IMPELLER DIA mm 300.00 

20 CASING THICKNESS mm 4.00 

21 FAN TORQUE (FULLY OPEN) Nm 2.33 

22 FAN TORQUE (FULLY CLOSED) Nm 0.93 

23 ROTOR GD2 Kgm2 0.70 

24 MOTOR LOAD GD2 Kgm2 0.70 

25 FAN SPEED rpm 2980.00 

26 TIP SPEED m/s 46.79 

27 CRITICAL SPEED rpm 3874.00 

28 MODEL NUMBER   SO-NS76-300-2980 

29 IMPELLER TYPE    BACKWARD CURVED 

30 SHAFT TYPE   OVERHANG 

31 FAN PEDESTAL TYPE   COMPLETE STEEL 

32 FAN INLET TYPE   INLET CONE 

33 TYPE OF FAN DRIVE   MOTOR MOUNTED 

34 IMPELLER MATERIAL   ASTM-A-572 Gr 50/ 60 

35 SHAFT MATERIAL   NA 

36 CASING MATERIAL   IS 2062 

37 CASING TYPE   SPLIT 

38 SHAFT SEALS   COMPRESSED CERAMIC 

39 ROTOR WEIGHT Kg 24.13 
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40 STATIC PARTS WEIGHT Kg 96.86 

41 MOTOR FRAME SIZE   80.00 

42 MOTOR SPEED  rpm 2980.00 

43 MOTOR SUPPLY (V/Hz/Ph)   415V, 50 Hz, 3 pH 

44 NUMBER OF INLETS   SINGLE 

45 MECHANICAL DESIGN TEMPERATURE Deg C 250.00 

46 FAN CONTROL   BUTTERFLY DAMPER 

47 INLET DAMPER TYPE   BUTTERFLY DAMPER 

48 INLET DAMPER TORQUE KgM 0.14 

  SCOPE OF SUPPLY QTY   

1 IMPELLER 1 

4 CASING 1 

5 FAN AND MOTOR PEDESTAL 1 

6 FOUNDATION BOLTS  1 LOT 

7 SUPPORTS & PACKING PLATES 1LOT 

8 SHAFT GUARD 1 

9 INLET BUTTERFLY DAMPER 1 

10 INSPECTION DOORS & DRAIN PLUGS 1 SET 

11 INITIAL FILL OF LUBRICANTS   

12 BIRD SCREEN   

13 ENAMEL PAINT WHEREVER APPLICABLE   

14 NECESSARY FASTENERS AND GASKETS 1 SET 

15 VIBRATION ISOLATOR 4 

16 FAN SEAL 1 

17 MOTOR 1 
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S.N.Kishore kumar
Fantek

7537/P-3/EMP-12609

27-Mar-2024

26.04.2024
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no deviation

no deviation

S.N.Kishore kumar

Managing Director

2868,Yblock 3rd street
12th main road,anna nagar
chennai-600040

26.04.2024





S.N.Kishore Kumar

Managing director

2868,Yblock 3rd street
12th main road,anna nagar
chennai-600040

26.04.2024


